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develop  a  robust,  fully-demountabte,  high  pressure  penetrator  design  suitable  for  coupling  light  signals  trans¬ 
mitted  by  optical  fiber  elements  in  an  undersea  cable  operated  at  high  ambient  hydrostatic  pressure  into  an 
electronics  package  or  manned  space.  The  feasibility  of  constructing  such  penetrators  utilizing  (Uaded 
Refractive  INdex  ((iRlN)  rod  lenses  as  combination  pressure  barriers  and  imaging  devices  has  been  demon¬ 
strated.  Prototype  realizations  have  exhibited  excellent  optical  througlipul  performance  uiid  readily  survive  in  - 
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INTRODUCTION 


This  proqram  was  undertaken  as  an  effort  aimed  toward  develop! nq  qeneric 
concept s  and  prototype  desi qns  for  a  hiqh  pressure  undersea  bul khe ad  penet ra- 
tor  for  use  in  conixinction  with  fiber  optic  cables  employed  in  the  deep  ocean 
environment.  Watertiqht  optical  interfacing  devices  will  bo  required  in  order 
to  realize  practical  underwater  systems  employino  fiber  optic  cables  for  com¬ 
mand  ,  control ,  and  commun icat ions .  Opt ical  penet ra tor s  may  also  be  required 
in  systems  utilizinq  optical  fibers  as  sensors.  Because  the  penetrator  pro¬ 
vides  the  means  by  which  the  optical  signals  carried  by  the  fiber  are  trans¬ 
ferred  between  the  high  hydrostatic  pressure  environment  of  the  cable  and  the 
low  pressure  environment  of  the  electronics  package  or  manned  portion  of  an 
underwater  system,  it  is  a  key  component  required  in  practically  all  proposed 
fiber  optic  applications  under  the  ocean . 

A  viable  and  flexible  f iher  optic  penetrator  design  would  incorporate 
many  features  which  have  historically  evolved  in  the  case  of  presently  avail¬ 
able  electrical  penetrators.  Unless  these  proven  features  are  supported, 
undesirable  system  impacts  might  occvit  which  would  negate  many  of  the  advan¬ 
tages  inherent  with  fiber  optic  cables  compared  to  their  coaxial  cable 
counterparts . 

*  The  penetrator  design  should  exhibit  low  optical  through¬ 
put  attenuation .  Insertion  loss  characteristics  should  be 
comparable  to ,  and  at  least  as  repeatable  as ,  the  better 
optical  fiber  connectors  presently  available  in  the  market¬ 
place.  The  optical  character ist ics  should  be  maintained 
over  the  entire  spectral  region  utilized  for  communica¬ 
tions  . 

*  The  penetrator  design  should  lend  itself  to  efficient 
certification  procedures.  It  should  be  possible  to  t(^st 
and  certify  the  pressure- integrity  function  of  the  device 
at  the  time  of  manufacture  —  prior  to  integration  with  the 
cable  and  optoelectronics.  Ideally,  the  pressure  harrier 
subcomponent  should  be  standardized  and  type  certified  and 
should  lend  itsel f  to  integration  with  any  type  of  optical 
f iber  or  connector  when  incorporated  into  its  f inal  pene¬ 
trator  configuration . 

*  The  penetrator- to- cable  interface  should  be  fully 
demountable  from  both  the  high  and  low  pressure  sides  of 
the  bulkhead .  Ideally,  the  high  pressure  side  shoul d  be 
capable  of  underwater  make/break  operation,  a  valuable 
asset  for  some  important  system  applicat ions .  Full 
demountabil ity  obviates  the  requirement  for  treatinq  the 
penetrator ,  the  optoelectronics  as sembl y  and  the  cabl e  as  a 
sinqle  unit.  It  allows  separation  for  the  purpose  of 
repair,  exchange,  transport,  and  storage  of  the  individual 
subsystems  over  the  life  and  mission  profile  of  the  system • 


*  Thp  ciesi qn  sbou Ui  be  rompat  iblo  with  a  w i  variety  of 

opt  iral  fiber  and  opt  i  oal  connector  types  •  Th  i  s  rt^duces 
the  certification  burcien  as  well  as  minimi:'inq  inventory 
renuirement s .  One  ^v^netrator  type  shoubi  be  capable*  of 
operation  with  a  wide  variety  of  optical  fi ber  and  con¬ 
nector  st  y  les  via  a  standard  i  ^-ed  ,  type -accepted  bc'^dy . 

*  The  desiqn  should  be  inherently  straicfht  forward  to 
manufacture  in  a  repeat abl e  fashion  while  ma inta i n i nq 
reasonable  manuf actur i nn  tolerances.  Tt  should  not  be  so 
complex  that  reliability  and  cost -effect  i  venf*ss  are 
comprcin  i  sed  . 

*  The  desian  should  be  ruqaed  and  robust,  perm  it t inn 
operation  over  a  wide  ranqe  of  1  (^mperature  and  pressure 
v^onditions.  Tt  should  be  resistant  to  damaqe  by  vibration 
and  explosive  snock.  Overall  system  performance  must  not 
be  compromised  in  any  way  due  to  limitations  of  the  fiber 
optic  penetrator . 

*  The  desi  qn  should  lend  i  I  self  to  hermet  i  c  rea  1  i  ?:a  t  i  ons 
for  applications  reauirinq  sustained  exposure  to  hiqli 
hydrostatic  pressures.  For  reliability,  the  desiqn  sh.ould 
resist  vapor  intrusion.  Gl ass- to-met al  or  al a ss-t n-ceram i c 
seals  should  be  incorporable  so  as  to  form  a  hermetic  vapor 
barrier  wdthout  reauirinq  a  major  redesiqn  or 
recertification  effort. 

Historical  1  y ,  epoxy-filled  liypodermic:  needles,  epoxy  pottinqs,  an<l 
elastr^neric  squee^^e  bushinqs  (references  1  S,  2  )  have  been  employed  when  it  is 
required  to  transfer  liqht  from  an  optical  fiber  across  a  pressure  c^radient. 
These  techniques  all  reali^’o  their  liqht  transfer  function  by  means  of  pliysi- 
oally  sealinq  to  the  external  cable  sheath  or  to  tlie  optical  fiber  its(*lf. 
Such  approaches  fail  to  satisfy  all  or  most  of  the  criteria  doscribinn  a 
viable  penetrator  realization  as  stated  above.  bH-ii  le  sometimes  servinq  as 
adequate  solutions  when  applied  to  test  and  evaluation  of  drv^el  opnen  tal  fiber 
optic  components,  ?"eliancp  upon  these  techn  i  n\i(''s  is  unrealistic  and  w'ould 
result  in  undesirable  enqinoerinq  and  operational  com premises  if  appl ied  to 
Navy  system  appl i cat  ions . 

This  report  discusses  a  prototyp(^  ix^netrator  desiqn  developed  at  the 
Naval  Ocean  Systems  Center,  potent i all v  satisfyinq  all  of  the  above  require¬ 
ments.  Testing  is  currently  underway  to  more  fully  characterize  device  per¬ 
formance  as  a  function  of  applied  env i ronmental  stress.  The  results  of  the 
testing  will  be  reported  at  a  future  date.  'Hie  analysis  and  prott^'t  ypi  na 


1.  Fed  fern,  J,  Taylor,  H,  Fasti  ey,  P,  Albaros,  P,  ’’Fiber  Optic  Towed  Array,” 
NUC  TP  414,  October  1^74,  p  22  -  24 

2.  Ockert  ,  D,  "An  Itnderwater  Penetrator  Pcwel  opmt^nt  in  Filer  Optics,"  Oceanic 
Engineering  Report  Number  7‘^-23,  West  i  ntthouse  G>ceanic  Division,  Contract 
TR  and  n;7RC1S,  30  April  1^7^ 


performed  in  the  development  of  this  particular  des  i<Tn  has  proved  to  l)e  an 
important  first  step  toward  realizinu  workable  undersea  pvuiet ra t ors  f^ir  future 
Navy  appl i cat  ions  employ i nq  optical  f i her  cabl os . 


RFifMJr^ATTON 


The  penetrator  realization  reported  here  is  baser!  \ipon  concept 

disclosed  in  reference  3.  This  approach  utiliz(Ml  a  C]-\K  roi!  b^ns  of  half 

pitch  lenqth  as  a  combination  pressure  barrier  and  imaqinu  dt^v  i  ce ,  schr‘nati-> 
cally  depicted  in  fiqure  1.  Because  this  concept  ,  as  reported,  prc^dated  t  lie 
availability  of  low- loss  sinqle  optical  fiber  cables  (cirr  it  wa.c 

predicate'd  for  use  in  coni  unction  witfi  optic*?!  filler  lurndle  techno  locry.  If 
this  realization  is  to  be  a  viable  approach  capable  of  per  f  (’•Tin  i  nq  ('(ampat  iblv 
with  modern,  low-loss,  sinqle  ('tptical  f  i  bcu’  f  mdinol  c^<iy ,  sexu^ral  key  (Tuestioiu’ 
m\ist  be  answered. 


OPTICAL  FIBER 

HIGH  PRESSURE  PENETRATOR 
DESIGN  '  A  ' 

METAL  BULKHEAD 

EPOXY  BOND 


I'lquro  1.  Schemat  u  -  '.a\sd»^  c.  l-eiravdivi  liaicx 
(oK  I  N )  rod  U'ln  ■  -  coin:  i  :i.d  o  1 1  ;  rr  ssvu  t  c.  i  i  i  1 1  i 
and  iinaq  i  no  d.e\’  i  ct  . 

*  Do  contemjxarar y  CFTN  lenses  (circ  I^BO)  whose  optuml 
properties  liave  been  refined  compared  to  their  1^70  vintacu' 
forerunners,  exhibit  adequate  focusint^  acuity  1 1'  j>^rmit 


3.  Pedfern,  J  *’Hi  ah-Pressure  C^ptic’al  B\il  klumd  Penetrator,"  United  States 
Patent  3,P?^,320,  filed  7  Mar('h  1*^71,  (irantf^l  July  1^74 


1 


iinaciinq  the  micron  cnro  of  a  typical  1('>w-1oc;p  optical 
fiber  onto  a  coniiuiatc  r(^c'(Mvinq  fihe^r  without  the  los5'  of 
an  appreciable  fraction  of  th(^  1  iuht  enerny?  WViat  are  the 
prospects  for  f;u(’)'i  devices  to  be  ust^l  in  coniunction  witii 
sinnle  mo<ie  optical  fibers  which  will  he  employed  with  some 
f  i  ber  opt  i  c  commun  i  ca  t  ions  and  sensor  systems  in  thf' 
future? 

*  Can  such  rod  liMTses  be  mounte^l  in  a  sufficiently  stablt* 
manner  to  f'lem  it  re  1  i  abl  e  opera  t  i  on  cAM^r  a  wide  rancit'  of 
pressure  and  tem^x^rature  conditions?  This  consideration  is 
impoi'tant  because  any  rod  movement  with  respect  to  tlie  con¬ 
nectors  will  result  in  the  defocuisinq  or  translation  of  tho 
imaqe  with  a  resultinq  increase  in  insertion  loss. 

*  Ts  it  practical  to  fabi'icate  a  heavy  rx^  net  rat  or  bovlv 
capable'  of  wi  t  V^st  and  i  nu  in  excess  of  10,?  01''  psi  pressure' 
d  i  f  f  t'rent  ial  to  the  repuireti  mec'han  i  ca  1  tolerances 
noct'ssary  to  mate  pairs  of  si  rule''  fiber  connectors  in  a 
repeatable  manner?  Tf  not,  w^tiat  combination  t^f  machininq 
and  alianment  features  should  be  employed  to  enhance' 

fa  hr  i  ca  t  i  on  techn  i  aiies? 

As  a  result  of  the  research  performed  in  th.is  0,?  development  promam  we 
are  T'e.isonahlv  confident  that  practical,  hinh  pcT'fonnance  fiber  optic  ni  t>s5-ure 
ix'net  T‘at  ors  ,  utilizinq  the  conct'pt  presented  here,  ai'e  t'nt  ire'ly  I'ea  1  i  zabl  v' , 
Tract  if'al  prexiuction  devices  are  ^xr>ssiblo  to  manufacture  if  suitable  fabrica- 
ti<''n  techniques  are  employed.  Prototype  demountable  ix'netrator  units  devf'l- 
oped  at  NO<=;r,  utilizinq  the  one-half  pitch  GRTN  lens  window  concept,  combined 
witf’  rt' f  i  nement  s  relatinn  to  positional  rc'^<l  location  ami  connector  tranSNX'rse 
aliqnment,  exhibit  approx  imatel  y  1  - 1  . dP  optical  insertii'^n  loss,  makinq  t  ht'm 
ot'ficallv  compirable  to  many  of  the  better  fiber  (^pt  ic  connectors  themselves. 
Intrinsic'  insertion  loss  of  the  GRTN  lens  is  on  the  order  of  0,3  dP ;  this 
permits  a  very  low  level  of  insertion  loss  to  be  realized  in  nondemoxin t ab  1  e 
■lesiqns.  Pretotvpe  penetrators  have  been  tested  to  hydrostatic  pressures  in 
t'xc'c'ss  of  10,000  psi  (  cor  rc'spc'ind  i  nq  to  max  im\im  depths  commensvirate  with  over 
ef  tlie  ocean  floor)  witliout  failure.  No  deqradation  in  optical  perfor¬ 
mance'  was  observed  after  hiqh  pressure  ”s<'>aks"  lastinq  sevt'ral  days;  this 
indicated  that  i  nconsequent  i  al  jx'isitional  creep  in  rod  position  was  takinq 
r>lac-e  due  tc'*  loncj-term  applit'cl  stress,  TemfX'rat  vir  e  c^ycl  inq  c'tvor  a  ranqe  from 
-4nr  to  +100r  caused  nc  qlass  spall  ino  due  to  mismatch  c'lf  temperature  coeffi¬ 
cients  between  qlass  and  metal.  A  phot  oqraph  c'tf  a  prototype  fib(?r  optic 
penetrator  is  shown  in  f iciures  ?a  and  .?b. 


THEORETICAL  CONSIDERATIONS 


The  GRIN  rod  lens  chosen  for  consideration  was  the  SELFOC^^  Type  SLS/2  mm 
manufactured  by  the  Nippon  Sheet  Glass  of  Japan  and  distributed  by  the  Nippon 
Sheet  Glass  Ccmpanv/  USA.  This  unit  exhibits  the  following  characteristics: 

Numerical  Aperture  (NA)  0.30 

On-axis  Refractive  Index  (n  )  1.545 

s 

Radial  Grading  Constant  ( A )  0.0361 

Nominal  Diameter  2.0  mm 

Nominal  Pitch  Length  32.8  mm 

Cost  in  1980,  Unit  Quantities  $40 

The  type  SLS  GRIN  lens  appears  to  be  the  best  cho i ce  among  SELFOC 
products  in  that  it  exhibits  adequate  numerical  aperture  to  collect  nearly  all 
the  light  emitted  from  a  low-loss  graded  index  optical  fiber  (whose  NA  typ¬ 
ically  ranges  from  0.14  to  0 . 2B )  .  Relatively  moderate  chrcxnatic  pitch  depen¬ 
dence  is  inherent  in  the  Type  SLS  compared  to  larger  NA  devices  such  as  the 
Type  SLW.  This  is  very  important  in  the  case  of  wavelength  duplexed  communi¬ 
cations  link  vappl  icat ions .  Tvjo  mm  corresponds  to  the  largest  standard  diam¬ 
eter  presently  available  in  the  SELFOC  line  although  larger  diameter  lenses 
hav^e  been  fabricated  and  are  currently  being  transitioned  into  production. 
Larger  diameter  lenses  minimize  the  mechanical  interfacing  mismatch  of  lens  to 
connector,  facilitating  fabrication.  Likewise,  ultra-high  resolution  SELFOC 
lenses  have  been  developed  which  permit  imaging  of  single  mode  optical  fibers 
with  low  loss.  The  device  employed  to  construct  the  penetrators  reported  here 
is  a  standard  item  currently  being  mass-produced  iri  Japan  mass  production 
keeps  reproducibility  high  and  cost  low. 

Referring  to  figure  3,  equations  (1)  and  (2)  describe  the  imaging  rules 
of  a  SELFOC  lens,  modified  for  the  case  where  the  device  is  immersed  in  a 
matching  fluid  medium. 


fi 


n  n^i^^cos^Z  +  nsin^/5^, 

^ - 

sin^^Z  -  ncos^Z  (  1  ) 

p  =  -  'hi. 

2Tt  J2  ) 

where:  =  ijnaqe  plane  positions 

Z  =  Length  of  SELFOC  lens 

A  =  SELFOC  lens  radial  aradinq  constant 

n  =  Refractive  index  of  the  SELFOC  lens  on  the 
optical  axis 

n  =  Refractive  index  of  the  medium  surrounding  the 
SELFOC  lens 

P  =  SELFOC  lens  fractional  pitch  lenqth 

If  the  SELFOC  lens  is  chosen  to  be  exactly  one-hal f  pitch  1 enqth ,  an 
object  in  contact  with  one  face  creates  an  inverted,  real  imaqe  of  itself  (at 
unity  maqnif ication)  on  the  opposite  face .  This  would  be  undesirable  in  a 
practical  penetrator  realization  because  of  the  possibility  of  entrappina  grit 
between  the  lens  face  and  the  connector  end,  scratching  both  the  lens  and  the 
fiber  held  by  the  connector,  A  small  setback  between  lens  face  and  connector, 
implying  that  imaging  should  occur  slightly  outside  of  the  SELFOC  lens,  is 
desirable.  As  determined  by  equations  1  and  2,  this  requires  that  the  lens 
length  be  slightly  less  than  one-half  pitch. 

Equations  (1)  and  (2)  are  plotted  in  figure  4  for  the  case  of  symmetrical 
1 ens- to-connector  spacing  conditions  where  the  rod  lens  is  irmiersed  in  an  oil 
medium  having  a  refractive  index  of  1 . BO , 

It  is  noted  that  an  optimum  locus  of  conjugate  spacing  (L  =  H  ^  =  C.^) 

occurs  which  is  relatively  linear  over  the  dimensions  of  interest,  2S  -  100 
micrometers  (0.001  -  0.004  inch).  In  tViis  region,  the  required  pitch  length 
can  be  quickly  determ ined  by  employing  a  linear  regression  approx imat ion  as 
expressed  by  equation  (3). 

L  =  11210  -  22419P  (3  ) 


where : 


L  is  in  micrometers,  and 

P  is  the  SELFOC  lens  fractional  pitch  length 

For  example,  in  order  to  achieve  a  38.1  micrometer  clearance  dimension  between 
lens  face  and  connector  (0.0015  inch)  a  lens  fractional  pitch  length  of  0.4983 
inch  is  dictated. 

Because  the  refractive  index  of  all  transparent  materials  is  a  function 
of  wavelength  and  because  SELFOC  lenses  are  composed  of  a  glass  composite 
(thallium-doped  lx>rosil icate  in  the  case  of  the  Type  SLS ) ,  the  pitch  length  of 
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a  given  lens  is  a  function  of  wavelength.  This  implies  that  the  clearance 
dimensions  calculated  above  depend  upon  the  wavelength  of  light  transmitted 
through  the  lens.  In  the  case  of  wavelength  multiplexed  or  duplexed  trans¬ 
mission  schemes,  the  lens  face/connector  standoff  dimension  can  only  be 
"correct"  at  1  wavelength.  It  is  necessary  in  such  cases  to  predict  the 
performance  degradation  expected  insofar  as  insertion  loss  is  concerned. 

The  pitch  length  of  a  SELFOC  lens  is  given  by  equation  (4)  and  wavelength 
dependence  of  the  glass  composing  the  Type  SLS  lens  by  equations  (5a  and  5b). 


rno(X) 

Z  =  /2-n  PR"' 

V  An(X ) 

(4) 

n  =  1,5345 

+  7.40x10^/X^ 

(5a) 

o 

C 

n  =  1.5076 

+  5.00x10  /A 

(5b) 

ft 


MMillMilliili 


where : 


R  =  Radius  of  SELFOC  lens 

o 

X  =  Optical  wavelength  in  A 

An=n(X)-n(X) 
o  r 

Plotting  dP/P  as  a  function  of  wavelength,  figure  5  is  obtained.  The 
percentage  change  in  pitch  length  is  normalized  to  a  wavelength  separation  of 
1  micron. 
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F’iqure  5.  Chromatic  pitch  dependence  vs  wavelength  foi  NSC  type 
bLS/2mni  SELFOC  rod  lens. 


It  is  observed  that  the  change  in  effective  pitch  length  as  a  function  of 
wavelength  is  substaf«^ial  at  short  wavelengths  ( ie ,  the  visible  portion  of  the 
spectrum)  but  much  less  pronounced  in  the  near  infrared.  For  example,  in  the 
case  where  the  two  wavelengths  are  0.83  micron  and  1.06  microns,  as  in  a 
typical  wavelength  multiplexed  communications  link,  a  SELFCX:  rod  exhibiting 
0.499  pitch  characteristics  at  the  short  wavelength  has  an  effective  pitch 
length  of  only  0.491  at  the  long  wavelength.  This  result  will  be  utilized 
later  in  this  report  to  predict  the  increase  in  insertion  loss  which  would  be 
exhibited  by  a  penetrator  employed  under  such  conditions.  Because  the  trend 
in  high  performance  fiber  optic  syst^is  is  toward  longer  wavelengths  where 
optical  fiber  transmission  characteristics  are  optimized,  the  example  con¬ 
sidered  above  represents  a  worst-case  situation.  For  example;  if  the  two 
wavelengths  are  changed  to  1.27  microns  and  1 . 55  microns  ( corresponding  to  the 
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Tt  is  desirable  to  aoourately  obaraoterize  the  optical  insertion  loss 
encountered  when  emplovbnn  tlie  FFT.FOr  rod  lens  as  a  fiber  imaqinq  elc^ment  in 
an  undersea  penetrator.  This  sectie>n  dor'uments  r-)ptical  measurements  pr^r formed 
upon  a  typical  unit.  Tlie  resul  ts  help  to  r^onfim  the  val  idity  of  th*^  penetra¬ 
tor  rea  1  i  zat  i  (')n  and  (^ive  an  indication  of  the  mec^omioal  tolt^rances  necessary 
fit  achieve  accept  ah]  optical  performance. 

The  optical  attenuation  apparatus  \]sed  to  e})a  racter  i  z('  th(‘  If'nsfcs  is 
depicted  in  fiaure  h. 


MICROSCOPE  OBJECTIVES 
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Measurement  uncertainty  in  the  instrumentation  was  due  primarily  to  thermally- 
induced  drift  in  the  micropositioner  assemblies;  the  long-term  stability  of 
the  setup  was  approximately  0 . 03  dB/hour .  The  data  presented  here  are  there¬ 
fore  meaningful  to  a  few  hundreths  of  1  dB  insofar  as  precision  is  concerned. 
Micropositioner  calibration  permitted  a  mechanical  resolution  of  approximately 
5  micrometers  (0.0002  inch),  hence,  the  accuracy  of  the  positional 
measurements  is  of  this  order. 


A  number  of  parameters  were  held  constant  throughout  the  entire  series  of 
measurements : 


Wavelength 
Fiber  Type 

Index  Matching  Fluid 
SELFOC 


0.83  micron 

ITT  Type  T-212  GI  MCVD 
Glycerin  (n  =  1.4746) 
NSG  Type  SLS/2  mm 
0.499  pitch  at  0.83 
micron  wavelength 


Several  SELFOC  lenses  from  the  same  production  run  were  evaluated. 

Because  the  results  agreed  within  a  few  percentage  points  between  units,  the 
measurements  obtained  with  a  "typical"  SELFOC  lens  are  presented. 

The  optical  fiber  employed  in  the  test  is  typical  of  modern,  low-loss 
(3  dB/km)  graded  index  telecommunication  fibers  and  conforms  dimensionally  to 
the  50/125  micron  international  core/cladding  standard  dimensions.  The  fiber 
has  an  advertised  short  length  numerical  aperture  (NA)  of  0.22  which  is  rel¬ 
evant  because  1  meter  lengths  were  employed  in  the  test  setup  in  order  to  give 
insertion  loss  performance  approaching  worst  case.  Very  long  fiber  lengths 
would  exhibit  somewhat  reduced  effective  NAs  (the  modal  equilibrium  condition 
is  approached)  which  would  result  in  better  focusing  by  the  rod  lens,  hence, 
lower  insertion  loss. 


As  a  baseline  measurement  it  is  informative  to  consider  optical  insertion 
loss  as  a  f unction  of  lateral  alignment  mismatch  for  two  butt- coupled ,  graded 
index  optical  fibers.  The  fiber  faces  were  prepared  by  the  diamond  scribing 
and  fracture  technique  (reference  4)  and  were  quite  flat  and  uniform.  Glyc¬ 
erin  was  employed  as  the  refractive  index  matching  fluid  between  the  cleaved 
fiber  faces  serving  to  minimize  loss  due  to  Fresnel  reflection.  Its  optical 
properties  closely  approximate  those  of  mineral  oil  vdiich  is  used  in  the  final 
penetrator  design.  The  configuration  is  depicted  in  figure  7. 

When  the  optical  fibers  were  "perfectly"  aligned,  the  light  throughput 
was  defined  to  be  unity  (0  dB).  The  insertion  loss  was,  therefore,  nonzero 
for  any  mechanical  misalignment  from  the  "perfect"  location.  Insertion  loss 
as  a  function  of  transverse  displacement  is  shown  in  figure  8  for  the  case  of 
two,  butt-coupled  fibers. 


4.  Gloge,  D,  Smith,  PW,  Bisbee,  DL,  Chinnock,  FL,  "Optical  Fiber  End 
Preparation  for  Low- Loss  Splices,"  Bell  Syst  Tech  J. 
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Figure  8.  Transverse  displacement  loss 
of  butt-coupled  optical  fibers. 


Noting  that  25.4  micrometers  =  0.0010  inch  =  1  mil,  it  can  be  seen  that  a 
lateral  misalignment  of  11  micrometers  (0.43  mil)  is  sufficient  to  introduce  a 
light  coupling  loss  of  0.5  dB  between  the  two  fibers.  A  displacement  of  19.5 
micrometers  (0.77  mil)  causes  a  1.5  dB  insertion  loss.  An  insertion  loss  of  3 
dB  corresponds  to  a  lateral  misalignment  of  27.5  micrometers  (1.07  mils);  in 
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this  case  only  one  half  the  transmitted  power  is  coupled  from  one  fiber  to  the 
other . 

The  problem  faced  by  designers  of  commercial  fiber  optic  connectors  for 
50  micrometer  core  fibers  is  quite  apparent;  that  of  guaranteeing  consistent 
alignment  accuracy  for  a  low-cost ,  mass  produced  component . 

The  penetrator  realization  developed  at  NOSC  utilizes  a  nominally  one- 
half  (0#499)  pitch  SELFOC  lens  as  an  optical  relay  element.  The  experimental 
configuration  employed  to  evaluate  the  insertion  loss  of  the  SELFOC  lens  for 
such  applications  is  depicted  in  figure  9. 

The  insertion  loss  is  plotted  in  figure  10  as  a  function  of  fiber  lateral 
displacement  over  a  range  of  symmetrical  fiber  to  lens  face  setback 
clearances • 

It  was  observed  that  the  insertion  loss  was  minimized  for  setbacks  on  the 
order  of  0-25  micrometers,  as  would  be  predicted  by  equation  (3)  for  a  SELFOC 
lens  of  0.499  pitch  length  ^  ~  22  micrometers).  Insertion  loss 

increases  rapidly  for  setbacks  exceeding  approximately  40  micrometers.  Near 
the  optimum  setback  distance,  transverse  alignment  tolerances  are  comparable 
to  those  observed  with  butt-coupled  fibers,  implying  that  the  image  of  the 
fiber  core  is  distinct.  As  the  setback  distance  increases,  causing  the  image 
to  defocus,  the  tolerances  relax  somewhat;  the  larger,  blurred  image  is  easier 
to  maintain  aligned  with  the  receiving  fiber.  This  indicates  a  tradeoff 
between  insertion  loss  and  criticality  of  alignment.  Measured  insertion  loss 
as  a  function  of  setback  distance,  assuming  perfect  transverse  alignment,  is 
given  by  figure  11,  for  the  case  of  a  0 . 499  pitch  lens  immersed  in  glycerin . 

This  experiment  demonstrates  for  the  case  of  "perfect**  fiber  alignment, 
that  the  insertion  loss  of  a  typical  SELFOC  relay  lens  is  nominally  0.3  dB 
under  the  conditions  evaluated.  In  order  to  maintain  less  than  1.0  dB  of 
total  insertion  loss  in  a  demountable  pressure  penetrator,  the  transverse, 
peak  fiber  alignment  error  must  be  less  than  11  micrometers.  Longitudinal 
tolerances  of  less  than  38  micrometers  must  be  maintained.  In  the  case  where 
a  total  insertion  loss  of  3  dB  is  tolerable,  peak  tolerances  must  be  less  than 
22  micrometers  and  100  micrometers,  respectively. 

Because  the  chromatic  dependence  of  the  lens  introduces  an  effect  similar 
to  that  of  altering  pitch  length  as  a  function  of  wavelength,  the  results  of 
fig^ires  10  and  11  can  be  employed  to  estimate  the  increase  in  insertion  loss 
due  to  chromatic  aberration.  In  the  case  of  a  penetrator  optimized  for  opera¬ 
tion  at  0.G3  mii^ron,  the  effect  of  introducing  1.06  micron  light  is  the  same 
as  reducing  the  pitch  length  of  the  rod  lens  from  0.498  to  0.491  but  not 
reoptimizing  end  clearances .  This  would  result  in  approx imate 1 y  3-4  dB  of 
additional  insertion  loss.  The  magnitude  of  this  effect  can  be  reduced  by 
optimizing  the  penetrator  at  a  wavelength  intermediate  to  the  two  wavelengths 
specified,  using,  perhaps,  a  SELFOC  lens  pitch  length  of  0.495.  This  tradeoff 
approach  is  clearly  system  dependent  because  the  transmission  link  may  o|:>erate 
with  much  greater  margin  at  the  longer  wavelength  (this  ir  usually  the  case), 
hence,  the  link  may  be  able  to  afford  greater  insertion  loss  at  the  penetra¬ 
tor.  Fortunately,  this  effect  is  much  less  severe  at  the  long  wavelengths 
presently  contemplated  for  long-haul,  \indersea  system  applications.  For 
example,  if  the  previous  wavelengths  are  changed  to  1.27  and  1.55  microns,  the 
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INSERTION  LOSS  (dB) 


Figure  11.  Longitudinal  disp].acemont 
loss  of  optical  fibers  imaged  by 
0.499  pitch  SELFOC  lens. 


increased  insertion  loss  at  the  longer  wavelength  is  approximately  0.8  dB  if 
the  penetrator  is  optimized  at  the  shorter  wavelength.  Optimization  of  the 
penetrator  at  an  intermediate  wavelength  would  result  in  even  smaller 
chromatic  effects . 


MECHANICAL  CONSIDERATIONS 


In  order  to  predict  environmental  performance  of  the  penetrator  design  it 
is  necessary  to  determine  the  mechanical  effects  due  to  externally  applied 
stimuli:  differential  pressure  (glass  stress,  epoxy  shear)  and  temperature 

cycling  (glass  compressive  stress). 

Glass  stress  was  modeled  as  a  function  of  pressure  by  considering  a  cir¬ 
cular  steel  disk  with  a  centrally  located  0.080  inch  diameter  hole  to  approxi¬ 
mate  the  condition  encountered  when  a  SELPOC  rod  is  bonded  into  a  metal  bulk¬ 
head.  This  assumption  implies  that  the  glass ,  which  would  fill  the  hole  in 
the  actual  device,  exerts  no  restoring  force  upon  the  metal  surrounding  it. 
This  corresponds  to  a  worst-case  assumption  insofar  as  plate  deflection  is 
concerned.  The  plate  was  assumed  to  cover  a  1-inch  diameter  mounting  hole  as 
depicted  in  figure  12. 
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Tho  plate  Heflertion  war;  ealculatod  as  a  funrtior  'af  applied  pressure 
differential  for  t,be  extremt'  east's  of  fixed  and  simpl\  support <*d  odues 
(reference  5).  The  latter  was  found  to  exhibit  urea  ter  defltetit^n  as  a  fune- 
tion  of  applied  pressure  and  is  reported  here  bec^aust'  it  qives  more  conserva¬ 
tive  results.  Such  a  case  is  showm  in  ficurt'  111. 

Results  of  the  model inq  are  qiven  in  fiqure  14  for  an  applied  pressure  of 
10,000  psi .  Plate  displacement  due  to  flexure,  hole  radius  contraction  (at 
the  hiqh  pressure  surface)  ,  and  tensile  load  on  the  stet'l  plate  are  plc-^ttt'd  \'s 
plate/window  thickness. 

The  failure  mode  of  the  qlass  was  hypothesized  to  b('  spall  inq  of  the 
edqes  of  thc^  hiqh  pressure  face  of  the  SELFOC  lens  due  to  the  uneven  com¬ 
pressive  forces  act inq  upon  the  window  as  a  result  of  plate  flexure  under 
applied  pressure.  This  hypothesis  was  verified  exper imental 1 y  utilizinq  a 
0.2S0  inch  thick  qlass  window  mounted  in  a  type  1704  stainless  steel  bul  kliead 
us i nq  a  hard  solder  sweat.  Failure  due  to  spalling  of  the  edqes  of  the  window 
was  first  observed  when  the  applied  pressure  exceeded  SOOO  psi,  cor respond inq 
to  a  calcxilated  plate  deflection  of  0.001  inch,  a  chanqe  in  hole  radius  of 
d.(,'0()S  inch  at  the  high  {  rc'ssurc  surfact',  and  a  slres^^  ]cv('l  in  the  st  et^  of 
*^0,000  psi.  No  leakaqe  occurred  at  a  pressure  of  11,500  psi  (the  limit  of  our 
test  equipment),  even  thouqh  the  hiqh  pressure  side  of  the  window  was  badly 
spa  lied  and  qlass  f ract ures  in  planes  paral lei  to  the  bul khead  had  formed . 

The  low  pressure  side  of  the  window  remained  intact.  Because  the  bulkhead 
containing  the  SELFor  rod  in  the  penetrator  design  reported  here  is  approxi¬ 
mately  0,f>5  inch  thick,  window  failure  at  a  pressure  of  50,000  psi  can  be 
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inf*‘r  r<'*d  f rnm  fiquro  14  duo  to  qlass  spall  inq.  Plati^  deflf'otion  corresponds 
to  less  than  O.QOOI  ineh  at  a  workinq  pressure  of  10, (^DO  j>si  .  Stress  upon  thf* 
stet^l  is  only  0  0,00  0  ]^si  ;  this  allows  for  the  employment  of  a  low- st  r«.*rjqt  h 
metal  alloy  selected  for  free  cut  t  inq  properties  anti  cc^rrosion  resistance 
criteria  instead  of  tensile  strenqth,  A  safety  factor  of  approx ima t el y  five 
at  an  applied  prt‘ssure  of  10,000  psi  is  inferred  for  qlass  breakage. 

The  shear  force  act  inq  up:)n  the  epoxy  employed  t.n  bond  the  SELFCK?  rod 
'nto  the  metal  bulkhead  was  ca I cul at  e'd  us inq  equation  b,  derived  from  qeo- 
met r ical  cons ide rat  ions . 

s  =-  ~  /’  ('^/D 

^  (6, 

where : 

S  =  Shear  fc^rc'e 
r  =  Pressure  differential 
vl  ~  SELFOC  lens  diameter 
1  -  SELFOC  lens  lenqth 

The  aspect  ratio  ( d/ 1 )  of  a  type  SLS  SELFOC  lens  is  0.12?,  independent  of 
rfvl  diamete^r.  The  epoxy  employed  is  Epotek^  Type  101-2  which  is  specified  as 
having  a  lap  shear  strenqth  (aluminum  to  aluminum)  of  2,000  psi  .  Allowinq  the 
epoxy  shear  strenqth  to  be  derated  to  1,000  psi  for  the  case  of  class  to  steel 
bondinq  ^probably  conservative),  the  epoxy  will  shear  at  an  applied  pressure 
level  of  33,000  psi,  cor respond inq  to  a  safety  factor  of  at  least  3-4  for  the 
epoxy  bond. 

The  thermal  stress  effect  was  modeled  by  a  0.080  inch  diam(*ter  br»rosil  i- 
cate  crown  qlass  rod  in  intimate  contact  with  a  2.0  inch  diameter  concentric 
stainless  steel  annulus.  Because  the  temperature  coefficient  of  the  mr^tal  is 
qreater  than  that  of  the  qlass,  the  metal  is  expected  to  squeeze  t>ie  qlass  at 
cold  tempo ra fures ,  placing  jt  under  stress.  Under  these  assumptions,  the 
qlass  is  subjected  to  a  radial  compressive  load  inq  of  1,030  psi  when  cooled 
from  f20  F  to  -20  F  (reference  6).  This  is  well  below  the  50,000  psi  comj-tes- 
sive  strenqth  typical  of  soft  glasses.  Because  the  glass  and  metal  are  not 
actually  in  intimate  contact,  but  have  a  thin  film  of  epoxy  between  tfiem 
(which  has  an  elastic  modulus  approximately  a  factor  of  30  less  than  either 
the  glass  or  the  metal),  the  above  calculation  is  quite  conservat  i  v»e .  In 
practice,  the  epoxy  acts  as  an  elastic  cushion  layer  which  effectively  reduces 
compressive  and  tensile  loading  upon  the  glass.  The  penetrator  is  ex}'^cted  to 
pass  MIL  temperature  cycling  over  the  range  of  -55  C  to  +125  C  in  storage  at  1 
atmosphere.  Whether  the  device  can  maintain  satisfactory  operational  inser¬ 
tion  loss  under  such  conditions  and  r^maMt  within  optical  spec i f icat ions  is 
currently  under  determination. 


b.  Gatewood ,  HC ,  TlK^rmal  Stresses;  With  Apj  1 icat  loic  t'  Aiij  ian«  s,  Missiles, 
Turbines,  and  Nuclear  Reactors,  McGr<iw-H  i  I  1  ,  I‘»57. 
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MECHANICAL  TOLERANCES 


The  mechanical  tolerances  which  must  be  maintained  in  order  to  assure 
satisfactory  optical  performance  for  a  demountable  fiber  optic  penetrator  (or 
connector)  are  quite  stringent.  In  order  to  achieve  less  than  1.5  dB  of  total 
insertion  loss  due  to  misalignment  and  defocusing ,  it  was  determined  from 
figures  10  and  11  that  the  following  peak  mechanical  tolerances  in  locating 
the  fiber  cores  must  he  achieved  in  production  and  maintained  in  the  field: 

Transverse  less  than  15  micrometers,  or 

Concentricity  less  than  15  micrometers,  or 

Longitudinal  less  than  hO  micrometers. 

These  tolerances  correspond  to  those  required  to  mate  a  pair  of  50  micron 
core,  graded  index  telecontmunicat ion  fibers  in  an  "optically  satisfactory" 
manner.  Each  tolerance  corresponds  to  a  peak  value  and  assumes  that  all  other 
mechanical  misalignment  is  negligible.  For  the  purpose  of  this  analysis,  peak 
displacement  error  values  are  employed;  it  is  assumed  that  multiple  misalign¬ 
ments  add  in  an  RMS  manner  (average  erors  accumulate).  In  practice,  the 
possibility  exists  for  poorer  (or  better)  performance  because  peak  values  may 
add  (or  subtract)  constructively.  On  the  average,  however,  such  events  appear 
to  be  relatively  improbable. 

The  connector  selected  to  mate  with  the  prototype  penetrator  is  the  Type 
as  manufactured  by  Amphenol,  Incorporated.  A  drawing  indicating  the 
construction  of  the  alignment  mechanism  of  this  device  is  shown  in  figure  15. 


Figure  15.  Alignment  mechanism,  Amphenol  Type  906 
fiber  optic  connector. 

This  connector  uses  four  roller  bearings  pressed  into  a  relatively  large 
diameter  hole  bored  in  a  precision-machined  plug  body  to  achieve  accurate 
optical  fiber  core  alignment.  The  optical  fiber  is  inserted  through  the  hole 
formed  between  the  roller  bearings  and  is  epoxied  into  place  and  lapped  to 
length.  A  subsequent  polishing  operation  assures  an  acceptable  optical  finish 
on  the  face  of  the  fiber.  The  entire  installation  procedure,  exclusive  of  the 


epoxy  ourinci  tine^  takers  about  minuter-’.  In  norrna]  iKe,  a  unit  lE  mat.'-'i  tc) 
a  ?;e  ’onc^  i^^entical  ronru'i '  M'''r  usiiui  a  prr('\y-i^  ,  inief'ticn  mobieH,  T)ET,FIN”*  f-*!r*eve 
to  aobieve  tran5^ver?;e  an»i  1  onai  i  t  U' i  i  na  1  -i  1  iunrrif^'nt.  Insertion  loss  less  thr'e' 

1,S  db  {  typical  )  is  elaimoH  bv  tho  marnii  ,u-'t\irer  ,  'rhe  Type-  ^OT-  was  emplce/f^e 
our  application  for  several  reasons: 

It  is  of  stainless  stec'l  construct  ion 

Its  aliannent  nose  is  of  small  Hiameter  {  approx  imatel  y  that  of  SELFf^^C 
lens) 

is  a  herma  phro*-!  i  t  i  o  be  si  an 
It  is  reabily  field  installable 

It  exhibits  af’oeptable  insertion  loss  char  art  er  i  st  i  cs 

It  is  relatively  inexpensive 

It  is  an  ind ust r y-ae^ept (',1  romponent  . 

As  more  suitable  fiber  opti<^  oonnertors  heeome  r-ommieroial  ly  available  in  the 
marVetplaro  it  is  likely  that  the  pf^netrator  desian  ran  be  altered  to  aceom- 
modate  t'^en. 

^‘'ea sur ement s  taken  on  seven  Amni  enol  Tvpe  fiber  optic  oonnectors, 

field  installed  by  tbe  author's  qroup  and  measured  by  the  NOSC  Metroloay 
T.aboratory,  indieate  that  the  followinci  r^eak  nochaniral  tc^lerances  are 
achieved  usina  field  installed,  producrion  devices: 

Transverse  n  (absorbed  in^o  fiber  diameter) 

Concent ric it V  1  micrometers 

Lapped  lenath  h  micrometers 

Manuf  acturer '  s  data  from  International  Telephone  and  Telearapli  Corporation  and 
other  optical  fiber  prod\:cers,  indicate  that  the  tolerances  presently 
achLei’'able  with  reqard  to  the  optical  fib>-’'rs  themselves  are  on.  the  order  of  ; 

Transverse  (diameter)  E  micrometers 

Core  concent ricity  5  micrometers 

Lenath  0  (if  lapped  into  a  ("^nnector) 

Tf  tolerances  for  two  connectors  are  combinf^d  and  added  in  an  RMS  fashion,  the 
total  error  can  he  estimated  for  a  mated  pair  of  "p-rfectly  alianed"  connec- 
♦“ors  containina  installed  fibers: 

Transverse  10.9  micrometers 

T.onqitud  ina  1  7,1  micrometers 

It  is  seen  that  under  ideal  conditions  (an  absolutely  perfect  external 
al ianment  mechanism  is  employed  to  index  the  connectors)  considerably  less 
than  1.S  HP  of  total  insertion  loss  should  he  achievable  ( mi  sal iqnment  less 
than  1S  micrometers).  It  is  also  apparent  that  it  is  just  barely  possible  (in 
theory)  to  achieve  the  reauired  11.0  micron  peak  tolerance  (on  tbe  averaqe) 
necessary  to  exhibit  less  than  1  dp  insertion  loss.  The  above,  of  course, 
postulates  an  alignment  mechanism  with  no  errors  of  its  ov^n .  This  cannot  be 
the  case,  hence,  tolerances  in  the  penetrator  alignment  mechanism  (partic¬ 
ularly  transverse  errors)  will  contribute  to  overall  insertion  loss  and  will 
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beqin  to  dominate  if  allowed  to  exceed  approximately  10-15  micrometers.  Lon¬ 
gitudinal  tolerance  must  be  held  to  much  less  than  60  micrometers  if  lonqitu- 
dinal  misalignment  is  not  to  introduce  appreciable  additional  insertion  loss. 
If  the  longitudinal  locating  accuracy  of  the  penetrator  is  better  than  approx¬ 
imately  5  micrometers,  longitudinal  errors  will  be  dominated  by  the  length 
uncertainties  of  the  lapped  connectors  themselves. 

It  was  determined  that  the  penetrator  realization  could  utilize  precision 
machining  operations  (turning  and  lappinq)  to  achieve  the  required  longitu¬ 
dinal  alignment  accuracy,  but  that  it  would  be  necessary  to  provide  some  type 
of  adjustable  alignment  mechanism  which  would  be  permanently  locked  into  posi¬ 
tion  after  adjustment  to  achieve  transverse  alignment.  This  is  necessary  for 
metal  machining  considerations  and  because  the  optical  axis  of  the  SELFOC  lens 
may  not  correspond  exactly  to  its  physical  axis.  The  design  presented  in  this 
report  utilizes  a  movable  stainless  steel  plate  accommodatina  one  connector 
assembly.  This  connector  assembly  is  slid  upon  a  film  of  epoxy  resin  to 
achieve  accurate  transverse  alignment  with  the  penetrator  body  containing  the 
SELPOC  lens  and  the  other  connector.  Upon  curing,  the  epoxy  locks  the  entire 
assembly  into  a  single  unit  which  is  permanently  aligned.  Currently,  investi¬ 
gation  is  underway  in  an  effort  to  eliminate  the  use  of  epoxy  for  this  func¬ 
tion  due  to  possible  long-term  instability.  Electron  beam  weldina  is  under 
considerat ion  for  joining  the  alignment  plate  to  the  penetrator  body  in  a 
permanent  and  stable  manner. 

Several  potential  sources  of  misalignment  error  exist: 

Transverse 

Tolerance  upon  the  hole  diameter  required  to  accommodate 
the  locating  nose  of  the  connector. 

Hole  ellipticity,  contributing  to  connector  wobble. 

Longitudinal 

Gr in ding  tolerance  limitations  encountered  during  fabrica¬ 
tion  of  the  penetrator  body  and  alignment  plate. 

Variations  in  epoxy  film  thickness . 

Fran  a  practical  standpoint,  the  above  implies  that  the  hole  should  be  as 
round  as  possible  and  should  be  no  more  than  5  micrometers  larger  than  the 
maximum  diameter  required  to  fit  the  connector  nose.  This  translates  to  a 
hole  diameter  which  is  controlled  to  less  than  0.0002  inch  overall. 

Fabrication  errors  totaling  no  more  than  25  micrometers  (0.001  inch) 
should  exist  with  regard  to  plate ,  body  machining,  and  grinding  tolerances , 
plus  epoxy  film  thickness  variations.  The  epoxy  must  be  mixed  consistently 
and  applied  at  a  known  temperature  and  clamping  pressure  so  that  batch-to- 
batch  variations  in  film  thickness  are  minimized.  Epotek  301-2,  catalyzed  per 
the  manufacturer's  recommendations  and  applied  between  2-inch  diameter  stain¬ 
less  steel  disks  with  2.5  pounds  of  clamping  pressure,  at  25  C,  was  empiri¬ 
cally  determined  to  form  a  cured  film  thickness  of  3B  micrometers  (0.0015 
inch ) . 
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rMNSTPtirTJONAI,  RKALl  y.ATTOtj 


?:ix  proi-otypt*  rx'n*'t  Tc^t  r^r  vinitr^  wtTP  c'onRt  fiurinq  FYHO  at  NY'/pC  in 

order  to  v'orifv'  ronrept  proD^^nt-ed  prov,io\isly  and  to  provide  units  for 

preliminary  tost  and  ovalnation.  An  an5^om})ly  drawi  nq  dopictinq  the  c('>nntriic~ 
t  i  on  of  tbo  nnits  ai\’en  in  fiqnro  1b.  Const  ruot  irjn  is  of  Tvfx’  3(1 3  alloy 
st  a  i  n  1  OSS  s^f‘*‘  1  . 

{V'^ntC  rat  or  units  worn-  i-onst  ruot  od  in  two  soot  ions:  A  ponotratnr 

body,  w^Mob  pr^^^vidos  tbo  sealinu,  prossum  barrier,  and  inaninu  funotions,  and 
an  alionmont  pla^o  vb  i  c'h  p'^rnits  tb<'‘  rt^nuirod  transvorso  toloranoos  tc^  ho 
arbiovod.  A  press  uro  ooua  1  i  za  t  i  on  holf^  in  the  aliqnment  plate  allows  for  oil 
transfer  as  tbe  oonneotor  is  inserted  or  removed  from  the  penetrator.  The 
FFLFOC  lenses  were  bonded  into  the  Vui]  kheads  usinu  Ic'iw  viscosity  epoxy  (Ffxatek 
w'bicl"  was  inseT'ted  usinq  a  vaoxnim  fillino  tocfininue  tr,  ensure  that 
\'oids  were  no+'  formec^  (TV'ference  7).  After  apprr^x  inatel  y  4P  f.ours  of  rurinu 
at  30  r,  each  completf^H  yv'netrator  body  assembly  was  pressurized  to  1  1  ,  APO  psi 
for  approx ima t el y  1  hour.  ( Before-and-af ter  dimensional  measurements  with  a 
precision  dial  indicator  di'^monst  rate<i  that  neqliqible  rod  movement  due  to 
epoxy  creep  resulted  frcx^  this  proof  test.)  In  a  similar  manner,  the  penetra- 
tor  bodv  can  be  certified  for  press\ire  and  shock  integrity  pri<^ir  to  inteqra- 
tion  with  other  optical  components  such  as  connectors  and  cables.  A 
photoqrapb  of  a  prototype  penetrator  prior  to  final  assembly  is  sbow^i  in 
f inure  17.  An  optional  indium  solder  vmpor  seal  can  be  depositori,  bridair.u 
alass  and  metal  ,  if  hermeticity  is  reaiiired. 

Tbe  final  assembly  process  ioins  the  two  sections  into  a  cc^nplete  pene¬ 
trator  assembly.  This  function  is  accomplished  by  X-Y  micropos i t ioninq  t)ie 
alianment  plate  ( contain!  nq  an  installe<l  Ty?"'e  PPb  connector  i  zed  fiber)  with 
respect  to  the  penetrator  body  (containinq  anotVior  such  connect  or  i  zed  fiber) 
in  order  to  maximize  tbe  intensity  of  an  optical  test  siqnal  which  is  trans¬ 
mitted  thronofi  the  unit  wii  i  1  e  it  is  installed  in  the  al  iqnnent  fixture.  A  B.b 
pound  w'eicfht  serves  to  press  the  alianment  plate  into  close  proximity  with,  tlie 
penetator  body.  Tl'ie  plate  floats  on  a  thin  film  of  cqt.iiyzed  epoxy  resin, 
which  acts  as  a  lubricant.  The  epoxy  ultimately  cures  to  provide  a  stable 
joint  which  locks  the  sections  toaether  into  a  unitized  penetrator.  After  the 
aliqnment  is  acccmpl i shed ,  but  before  the  epoxy  has  set,  the  assembly  is 
tacked  tonether  with  several  drops  of  cyanoacr yl ate  instant  adhesive  (Loctite 
Type  ,  The  cyanoacry 1  ate  creates  a  stable  bond  in  less  than  5  minutes 

which  is  stronq  enouqh  to  permit  handlinq  of  the  assembled  penetrator  without 
allowinq  plate  movement.  This  permits  the  al iqned  but  uncured  unit  to  be 
removed  from  tbe  aliqnment  fixture  for  the  duration  of  the  epoxy  set-up  time 
(approximately  ?  days)?  this  frees  up  the  fixture  for  aliqnment  of  other 
units.  A  completed  pf'netrator  is  shown  in  fiqure  IB, 


7.  C(jw<>n,  d.T ,  bauqht  ry,  JW,  Youruj,  C,  Rcdfcrn,  J,  "Undori  >  a  Hiqh  Pressure 
Bulkhea<l  fautt  t  r.if  <  r  fct  I’s*  With  F  ibt  r  Optic  Cable's",  UiMte^l  States  Patent, 
N  IV’/  Case  ■  dCk-C-Bt,  filed  Mt)Vemij(.'r  1.9B0. 
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PRETTMTMARY  TFET  RFS(JET5' 


r'**voraI  t-osts  were  performed  upon  ^hr»  t'-omp]  o^^‘d  p^^^nof  rritor.s  t-o  determ  iup 
in?;ertion  loss  and  s\irvivahil  ity  under  applied  stress.  Extensive  characteri¬ 
zation  of  optical  performance  under  stress  conditions  is  current! v  onqoinq  in 
the  PYRl  phase  of  the  proqram  and  will  he  reported  at  a  later  date, 

Tn serf  ion  loss  character  i  za !  ion  of  tlie  fv^netrators  was  formed  by 
inserting  a  pair  of  Amphenol  Type  fiber  optic  connc'ctnrs  contain  inti  hO 

micron  core,  erraded  index  optical  fibers  into  t  iu  P:  (tiquri  1*). 


EPOXY  FIL  M 


(MAGE  OF 
OPPOSITE 
e  ONNECTOR 


Figure  19.  Detail  of  alignment  plate  adjustment  for  maximum 
optical  signal  throughimt . 


Mineral  oil  (refractive  index  =  1  • SO )  was  used  as  a  combination  index 
matching  fluid  (serving  to  minimize  Fresnel  reflection  loss)  and  lubricant  (to 
prevent  metal  galling  between  the  connectors  and  their  receptacles).  The 
average  insertion  loss  introduced  by  a  cascade  of  two  connector  plugs  plus  the 
penetrator  assembly  was  on  the  order  of  1.0- 1.S  dR.  This  is  equal  to  or  bet¬ 
ter  than  the  throughput  characteristics  exhibited  by  the  connectors  when  mated 
in  an  Amphenol  Delrin  alignment  bushing,  the  manner  in  which  they  are  normally 
employed  and  as  depicted  in  figure  20.  Typically,  insertion  losses  on  the 
order  of  1.S-3.0  dB  are  routinely  observed  between  mated  pairs  of  Amphenol 
Type  906  connectors  used  with  ITT  Type  T-212  optical  fiber. 
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Fiquro  20.  Dtjtail  yhowinq  Del  r  i  ii'"'  al  iqniiKii  t  i^le'L:V(>  rioxirutllv 
emi-iloved  to  align  Ainnhenol  Tyi-'O  006  Tibor  oi  tif:  o<.>r.iiccl  ca  . 


Apparently,  the  aliqnment  accuracy  as  a  result  of  the  adjustable  feature  of 
the  penetrator  design  employed  here  is  superior  to  that  exhibited*  by  th^^ 
factory-supplied,  fixed  aliqnment  bushing.  This  increased  alignment  acrurarv 
is  such  that  it  more  than  compensates  for  the  0.30  dB  insertion  loss  typical 
of  the  SELFOC  relay  lens  which  is  not  present,  of  course,  when  the  factory- 
supplied  alignment  bushing  is  employed.  Considerable  variation  in  throughput 
level  was  noted  when  the  connectors  were  rotated  in  their  respective  alignment 
receptacles,  as  is  the  case  with  the  factory-suppl ied  delrin  bushing  as  well. 
This  implies  that  a  major  contributor  to  the  alignment  eri'or  is  lack  of  con¬ 
centricity  of  the  hole  in  the  connector  and  of  the  fiber  core  withic  the 
cladding.  Insertion  loss  as  low  as  0.5  dB  was  observed  for  some  of  the  pene¬ 
trator  units  when  the  connectors  were  rotated  to  optimum  p(')sitions  as  deter¬ 
mined  by  monitoring  throughput  power.  An  even  lower  insertion  loss  wr>uld 
obtainable  from  a  penetrator  not  requiring  the  demountabi 1  it y  feature. 

Ongoing  evaluation  during  FYRI  is  intended  to  generate  a  statistical  data 
base  using  an  ensemble  of  Type  ^06  connectors  (  from  various  Amphenol  prod\ie- 
tion  runs)  which  have  been  characterized  as  to  insertion  loss  and  an  ensemhle 
of  penetrator  units.  This  procedure  will  quantify  th(‘  woi  .-d -c  as*  ,  b'  s{ -.\i.  <  , 
and  average  insertion  loss  performance  figvjres.  These  figures  will  apply  tr\ 
the  penetrator  design  when  it  is  employed  with  "typical^’  Amphenol  Type  qor> 
connectors.  Such  data  are  very  valuable  in  engineering  applications  where  th<* 
effect  of  the  penetrator  upon  the  optical  performance  of  a  comm\jn  icat  ions  link 
must  be  predicted  when  the  device  is  installed  in  a  particular  system . 
Insertion  loss  as  a  function  of  wavelength  will  also  be  measured  in  order  to 
quantify  changes  in  penetrator  attenuation  due  to  chromatic  aberration  in  tbc 
SELFOC  lens. 

Survivability  to  hydrostatic  pressure  was  determined  using  the  apparatus 
shown  in  figure  21. 

No  failure  in  the  penetrator  sealing  integrity  was  noted  when  a  pressure  of 
11^500  psi  (the  maximum  pressure  capability  of  the  test  it':?  aiiaiatur  <'m}  b^Vid) 
was  applied  to  the  assembly.  This  pressure  corresponds  to  an  ocean  depth  of 
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PRESSURE 


PENETRATOR 

UNDER 


Figure  21 .  Pressure  tolerance  test 
configuration . 

23,000  feet.  To  (ietcrmine  whether  epoxy  creep  and  resulting  rod  movement 
(which  would  result  vinder  pressure)  occurs,  the  assembly  was  subjected  to 
11,R00  pRi  for  a  period  of  3  days  at  2S  C,  Insertion  loss  measurements  per¬ 
formed  before  and  after  this  soak  test  indicated  that  no  measurable  change  in 
the  throughput  characteristics  occurred.  This  implied  that  epoxy  creep  was 
small  or  zero,  at  least  for  this  combination  of  time,  temperature,  and 
pressure . 

Measurements  will  be  taken  in  order  to  characterize  insertion  loss  as  a 
function  of  pressure  during  FYR1.  These  will  determine  if  any  elastic  defor¬ 
mation  effects  are  present  in  the  units  which  would  give  a  pressure-dependent 
response.  The  former  test,  of  course,  only  checks  for  inelastic  deformations. 

The  penetrators  were  temperature  cycled  from  +25  C  to  -40  c  to  +100  t  and 
back  to  +25  C  to  check  for  glass  breakage  due  to  differential  stress  —  none 
occurred.  Throughput  characteristics  remained  the  same  before  and  after 
subjection  to  temperature  extremes.  Ongoing  characterization  will  quantify 
optical  throughput  characteristics  as  a  function  of  temperature. 


SUMMARY 


A  design  for  and  several  prototype  models  of  a  high  performance,  demount¬ 
able,  high  pressure  penetrator  for  fiber  optic  cables  have  been  developed  by 
NOSC.  Such  devices  will  be  required  to  realize  practical  undersea  system 
applications  employing  optical  fiber  cables.  The  approach  utilizes  the 
imaging  properties  of  GRIN  rod  lenses  to  provide  a  low  insertion  loss ,  high 
pressure  window  ( wh ich  is  sealed  into  the  pressure  bul khead ) .  Such  an 
approach  overcomes  the  disadvantages  exhibited  by  previous  attempts  at  realiz¬ 
ing  fiber  optic  penetrators,  which  attempted  to  seal  the  fiber  itself  or  the 


entire  cable  jacket  into  a  bulkhead.  The  GRIN  rod  approach  preserves  essen¬ 
tially  all  of  the  operational  attributes  associated  with  conventional  electri¬ 
cal  pressure  penetrators,  making  system  design  using  fiber  optic  cables  in  the 
undersea  environment  more  straightforward.  Composite  connectors  containing 
both  fiber  optic  data  transmission  elements  and  electrical  power  pins  are 
raadily  realizable  using  the  technique.  The  realization  allows  glass- to-meta 1 
sealing  to  be  incorporated  into  the  penetrator  design  for  use  in  conjunction 
with  f’igh-rel iabil ity  electronic  systems. 

The  prototype  penetrator s  constructed  during  this  program  were  capable  of 
an  optical  insertion  loss  of  n,3  dB  in  a  nondemountable  configuration  and  1.S 
dB  when  made  fully  demountable  by  use  of  interchangeable  optical  fiber  connec¬ 
tors  .  In  the  latter  case,  the  throughput  attenuation  is  dominated  by  morhan- 
ical  imperfections  in  the  presently  available  connectors  and  optica]  fibers. 
The  mechanical  tolerances  required  to  machine  the  penetrator  alignment  re^’ep- 
tacles  were  found  to  be  obtainable  using  industry-accepted ,  precision  machin¬ 
ing  techniq\ies.  A  uninue  fine  adjustment  feature  incorporated  into  the 
realization  relaxes  the  machining  reoui remen ts  associated  with  tho  r-ritioa] 
connector  transverse  alianment  specif ications ,  making  the  desion  readjlv 
manutacturahle . 

Preliminary  testing  carried  out  at  NOSC  has  shovel  the  prototype  penetra¬ 
tor  imits  capable  of  withstanding  pressures  in  excess  of  10,000  psi  with  no 
measurable  degradation  (this  pressure  level  corresponds  to  operation  with  a 
calculated  safetv  factor  of  approximate! y  3  to  4).  No  damage  occurs  to  tho 
units  when  cycled  between  temperatures  of  -40  C  to  +100  C.  Ongoing  testing 
will  characterize  optical  performance  as  a  function  of  external  stress. 

Results  of  the  character! zat ion  program  currentlv  underway  during  FYP1  will  he 
the  topic  of  a  follow-on  report. 


CONCUJS  TON 


The  design  presented  here  is  a  prrxnising  approach  for  manuf  artur  ina  fibnr 
optic  undersea  penetrators  tor  Navy  systems.  Desirable  operational  features 
traditionally  associated  with  electrical  penetrators  are  read  ilv  siipportod  in 
a  fiber  optic  penetrator  v;hen  GRIN  imaging  rods  are  employed  as  pressure 
windows.  Prototype  devices  have  been  shown  to  exhibit  excellent  optical  and 
mechanical  pf'rformance  while  simultaneously  permitting  practical  manuf  art  ur  inn 
techniques  to  be  employed  for  construction. 
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